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Key Features

» Minimalistic zipper Channel
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Internal or External application
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Minimal Flyscreen Configuration for Sliding
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Minimal Flyscreen Configuration for Top Hung Window
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Technical Data
Zipper channel face width: 25mm & 33mm (Optional)
Minimum screen width: 75mm
Maximum screen width/ Height: 3300 mm / 4500 mm
Maximum screen cover Area: 15 m?
Weight
Screen Weight 480 g/m?(Approx)
Motor
Motor Type: WT Motor and Radio Frequency (RF)
Controls: 5/10 Channel Transmitter in Radio System (VRS)
Voltage: 230V AC50Hz
Motor Torqgue: 6Nm
Motor Speed: 28 rpm
Temperature Range: 0-60C°
Material Finishes:
All visible aluminium components are powder coated.
Standard color finish RAL 2016
Other RAL Colors available upon request.
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Fly Screen Properties:

Gracili” Minimal
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Technical Datasheet for Gracili® Minimal Fly Screen

(@ N
Product: Elitescreen (Fiber Glass)
o Reference Test Nominal Results
Characteristics Method
Warp Fill
1. Material Fiber Glass
2. Tensile Strength
A. Cut Strip Method (lb) ASTM D 5035 12 99
B. Grab Method (lb) ASTM D 5034 m 99
3. Tearing Strength
Trapezoid Method ASTM D 5587 10 10
4, Stiffness (mg) ASTM D 3656 161 137
5.Mess Weight (0z/sq yd) ASTM D 3776 3.1
6. Fabric Thickness ASTM D 1777 0.30 mm
7. Transmittance (%) 17 68.8
8. Color Fastness to 1200Hrs
Color Change According to ASTM G154 4 Min
AATCC Gray Scale
\ ’ %
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Product: Tuff Screen (Polyester)
Nominal Result
oo Reference Test NS
Characteristics Method
Warp Fill
1. Material Polyester
2. Tensile Strength
A. Cut Strip Method (lb) ASTM D 5035 137 12
B. Grab Method (lb) ASTM D 5034 170 142
3. Tearing Strength
Trapezoid Method ASTM D 5587 31 26
4, Stiffness (mg) ASTM D 3656 252 168
5.Mess Weight (0z/sq yd) ASTM D 3776 6.8
6. Fabric Thickness ASTM D 1777 0.60mm
7. Transmittance (%) 17 457
8. Color Fastness to 1200Hrs
Color Change According to ASTM G154 All Color 4 min
\ AATCC Gray Scale /
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