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Wire Guided Tensioned Blind System Datasheet

Key Features
Automated Solange® retractable sun shading system.

P
» Horizontal and Sloping glazing applications.
» Maximum daylight under dull conditions.

» Reduced heat gains and glares.
Operation integration via simple stand-alone remote control to complex third party

t
control integration and automation systems.
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ASCB
Accreditation
Services
Worldwide

Note: top fix return pulley requires 50mm back clearance.
1SO 9001:2015

Refer to despatch note for system width and draw. Fix the return pulleys and roller mounting brackets as shown.
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Technical Data

System imensions:

Max. recommended width 4.0m

Maximum draw 6.5m

Maximum fabric area 18m? (based on a fabric weight of 450g/m?)
Motor

Torque 15Nm at 18rpm

Current 0.9amps

Supply 230 v AC single phase

Other voltages and frequencies available on request
System weights and structural loading
Base weight for a Im wide system - 15Kg, additional meter width — 5Kg

Tensile load in guide wire typically - 75Kg

Load created by fabric tension - 25Kg max. (both per anchor point).
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Components

> A single 85mm galvanised steel roller incorporating both the drive motor and

the spring compensation cassette with integral tension adjustment gear.

» integral tension adjustment gear.

» Extruded aluminium hem bar supporting the free end of the fabric carried by
two 5mm diameter. stainless steel cables.

» A continuous nylon coated tension cable to deploy and retract the blind by
means of two 6.5m capacity cable drums,

» One on either end of the fabric roller

Finishes:

» Aluminium components finished in the standard polyester powder coated.

» Fasteners of stainless steel and other steel parts galvanized against corrosion.
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Installation:

Available with either top-fix or face fix roller brackets and with a return pulley

bracket for side/face fixing or top fix.
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MCP4: Application Connection Drawing

Solange® Solange® Solange® Solange®
Tensioned Tensioned Tensioned Tensioned
Blind System Blind System Blind System Blind System
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