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Euro Systems®

Solange® 500

Key Features

» Fabric panels area coverage up to 100m2

» Large Roof, Large Terraces and Large Plaza applications
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Maximum Width: 6000 mm
Maximum Length 18000 mm
Maximum Cover Area: 100 m2
Weight
Screen Weight 420 g/m2
Motor
Motor Type: Wired or Radio Frequency (RF)
Controls: 5/10 Channel Transmitter in Radio System (VRS)
Voltage: 230V AC 50Hz
Motor Torque: 55 Nm
Motor Speed: 18 rpm
Temperature Range: 0-60C°
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Components

»  289mm extruded aluminum tube with motor assembly

» Stainless steel nylon coated guide cables.

» High quality nylon components.

» High carbon spring steel.

Finishes:

» Aluminium components finished in the standard polyester powder finish, 30%
gloss.

» Fasteners of stainless steel and other steel parts galvanized against corrosion.
. J

info@eurosystems.com [ www.eurosystems.com Page: 3/5



Euro Systems®

. Solange® 500

/e %
Fabric Specification

Value Standards

Weight: 420 g/m? EN ISO 2286-2
Thickness: 0.45mm -

Width: 177 cm - 267 cm -

Standard Format Length: 50 lmin 177 cm width / -

40 lm in 267 cm width
Tensile Strength (Warp/Weft): 310/210 daN/ 5 cm EN IS0 1421
Tear Strength (Warp/Weft): 45/20 daN DIN 53.363

Flame Retardancy:

B-s2,d0/EN 13501-1

M1/NFP 92-507 - B1/DIN
4102-1- BS 7837 - BS 5867 *
Schwerbrennbar Q1-Tr1/
ONORM A 3800-1 - Classe
1/UNI 9177-87 - M1/UNE
23.727-90 - VKF 5.3/SN
198898 -1530.3/AS/NZS -
G1/GOST 30244-94 - Method
1/NFPA 701+ CSFM T19 -
Class A/ASTM E84 - Group
1/AS/NZS 3837 - Class 1/EN
13773 - CAN/ULC-5109
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. Solange® 500

MCP4: Application Connection Drawing

.-. T .-. =
Solange® Solange® Solange® Solange®
Tensioned Tensioned Tensioned Tensioned
Blind System Blind System Blind System Blind System
Motor Cable
l I I I 2.5m
O\
VRS f
2o 1)
L Z'IN'NIN'.NIN'NlLL_'
Fused Spur
Switched
VRS Transmitter 5C  RELT T RLER 230VAC50 Hz
5 Channel Remote T E AR TSR TRRS TRV IGEA PRATEEY (B 13A
BRHOEHORDEREEEH AR B REGREHE
MCP4 VRS
Programmabla motor control for
operating 4 motors with groupand

Indvidual controls, elther wire-bound or via
858 MHz radio ink (VRS).

AV Control
DCT OV A
Control from 3rd party system via DCT OV outputs. R
Capable of Group (A.) & Individual Channel (B.) control. S;:‘l:::}t..; “‘:ﬂael:(If
ovDCT
O\ N\ g (I
VRS VRS ) Likit}
e ' ™ - ey
'S s 1 A\ Y
I A J
- -w =4 h /I
o —
VRS Switch 2 VRS Switch 1 Double Push-Button Rotary Button |/ Switch
Switch/backplate Switch backplate
White frame (E2) White frame (E2) fgrgu"Ckedi fgg-rll-g

1cChannel transmitter

2 channeltransmitter
vestamatic Radlo System (VRS)

Vestamatic Radlo System (VRS)

info@eurosystems.com B www.eurosystems.com



