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Euro Systems®

Salire® 45

Manual Chain Operation

Key Features:

» Salire 45%Slide-Lock combines heavier holding weights with antifray features that ensure
enhanced blind performance.

Universal brackets and a spring idle end plunger enable easy and quick installation.

Improved chain location for quick and easy on-site adjustment. Locking plug inside clutch
ensures continued performance of larger blinds.
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Salire® 45 Recommended Blind Sizes

System Fabric Blind Widths
500 1000 1500 2000 2500 3000 3500 o
=
Salire® Up to 200 g/sm. 6000 6000 6000 6000 6000 4500 N/A a
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45 200 > 320 g/sm. 6000 6000 6000 5000 4750 2800 N/A U%
320 > 485 g/sm. 4750 4750 4750 4750 4000 1850 N/A =3
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( A. FACE FIX BRACKET INSTALLATION )

( C. TOP FIX FRONT VIEW INSTALLATION )

( B. TOP FIX BRACKET INSTALLATION )
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Hardware Features

Clutch Operated:

» Salire® 45 engineered heavy duty chain drive pulley operating system consisting of metal clutch
housing and locking into roller tube.

» Integrated spring support module with lift torque enhancement.
» Utilization of adjustment-free continuous stainless steel ball chain with 110 lbs. breaking strength.

» Option of chain tensioner to be compliant with safety standard and must prevent the clutch system
from moving the roller shade through lowering and raising incase the blind is not properly
installed.

» Components will be maintenance free from adjustments or lubrication for trouble-free operation.

ROLLER TUBE:
» 45mm@ extruded aluminum tubular profile from alloy and temper 6063 T-6.

» Heavily reinforced with minimum three internal ribs providing additional tensile strength and
allows for secure placement of clutch & end plug.

HEAVY DUTY SPRING IDLE-END TUBE BEARING PLUG:

» Die cast metal and reinforced idler assembly containing spring loaded end plug with positive
locking wheel which allows adjustment and provides for a secure installation and removal of
shade.

» Locking tube bearing plug contains minimum three ribs and inserted into roller tube.

BOTTOM BAR:

» Extruded aluminum weight in a Sealed Pocket Hem Bar, or RB Bottom Bar for fabrics that are not
seamable.

» Bottom bar is for tracking adjustments and provides uniform look.

MOUNTING HARDWARE:

» Salire® 45 standard universal heavy duty bracket constructed of hardened thick steel to support
full weight of shade with brackets and bracket covers to provide uniform look.

» Integrated idle-end spring device for enhanced and smoot operation and level adjustment of
overall shade.

» Locking mechanism on bracket adapter provides for a secure installation and easy removal of the
shade.
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