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Technical Data

Maximum width, 7000 mm (Can be extended up to 12000mm)
Maximum Projection: 4700 mm

Maximum Cover Area: 28 m?

Weight

Fabric Weight 290 g/m? (Approx)

Motor

Motor Type: WT Motor or Radio Frequency (RF)
Controls: 5 Channel Transmitter in Radio System
Voltage: 230V AC 50Hz

Motor Torque: 10 Nm

Motor Speed: 17 rpm

Temperature Range: 0-60 C°

Material Finishes:

- All visible aluminium components are powder coated.
- Standard white color finish
- Other RAL Colors available upon request.
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Fabric Specification

Characteristics Y pes Unit Standard
Warp Weft

Composition: 100% solution dyed acrylic sunacryl
Backing/Finish: Cleangard special dirt-resistant and water resistant treatment
Weave: Canvas ISO 7211-1
Weight: 290 g/m? ISO 3801
Thickness: 0.6 mm ISO 5084
Width: 1200 mm EN 1773
Roll Length 60 Im
Fabric Resistance
Tensile strength 140 90 daN/5cm | 1SO 13934-1
Elongation at break 23 20 % ISO 13934-1
Tear strength 4 2.3 daN ISO 13937-1
Stiffness 1250 880 mN ISO 2493
Elongation under load 3 7 % MO LAB 025
Schmerber >350 mm ISO 811
Spray test 4-5 Class/5 |1S0 4920
Oil-resistance properties 4-5 Class/8 |ISO 14419
Resistance durability 4 Class/4 |EN 13561
Colour Fastness
Colour fastness UV-outdoor-1000h 4-5 Class/5 |ISO 105 B04
Colour fastness UV - Indoor 7-8 Class /8 |I1SO 105 B02
Colour fastness under dry friction 5 Class/5 |I1SO 105X12
Colour fastness under dry friction 5 Class/5 |I1SO 105X12
Colour durability 4 Class/4 |EN 13561

infoldeurosystems.com - www.eurosystems.com



